
Experience TRENZSEATER on facebook
www.facebook.com/trenzseater

www.trenzseater.com

TECHNICAL INFORMATION

TRENZSEATER
FURNITURE  I  INTERIOR DESIGN  I  DRAPERY  I  WALLPAPER  I  BLINDS

STRUCTURE  The wood shell is composed by beech sheets with external coating (inner and outer)
                                                                with oak sheets. Wood sheets are glued with class E1 glues (EN717-2/1994); seat
                                                               thickness is 14mm and the backrest thickness range is from 10 mm min. to 14 mm
                                                               max. according to production and curving of the product.

METALWORK  Polished or powder coated steel finish, white glass-filled nylon, chrome plated steel or 
                                                                gloss brushed 

FINISHES   shell: painted wood available in  color natural, white, yellow, purpleheart, wengé or
                                                               walnut                

OPTIONS   Available with gas lift, and various base options. 

THE LUXY COLLECTION IS AN ITALIAN COLLECTION OF PRODUCT THAT IS MADE IN ITALY
 

THE DELIVERY TIMEFRAMES WILL VARY DEPENDING ON STOCK AND ORDERS COMING FORWARD PLEASE CHECK TO 

CHAIR DIMENSIONS:  

PRIMA CHAIR (ITALIAN)

MEASURMENTS EXPRESSED IN CM


